






































HK-JA High Speed Hand Dryer HK-JA High Speed Hand Dryer

e <9 sec Drying Time - Extremely Powerful Dryer b | ]
* Dual Color LED Lights on the Cover
287 284
e Distinguishes Between Standby or Operational Mode (11:3) (11.18)
 Various Cover Designs - Including Durable Enamel Coating =
— —————
i i 205 180
* Quiet yet Fast Drying o7 — 7 00— 2 i
DIM'S
mm(inch)
Technical Specifications
Voltage 110-120 Vac, 50/60 Hz, 1190-1400 W
Color : White Color : Bright Color : Satin Warm Air Speed Output 65-95 m/s (145.4-212.5 mi/hr), adjustable
Material : Steel Material : SUS 304 Material : SUS 304 & ABS Dryer Shall Deliver 108 m?/h (64 CFM)
Sound Level MIN 62.8 dB(A) to 68.2 dB(A) MAX @ 1 m
Motor Type 455-700 W, 12000-18000 R.P.M., adjustable, brush motor
Heater Element Power 455-700 W, ON / OFF switch available (110-120V Only)
Drying Time 9 seconds (According to UL hand dryer PCR)
Timing Protection 60 seconds auto shut off
Sensing Range Standard 170 £ 20 mm (6.69" + 0.79"), adjustable
Protection Rating IP31 or IP33 (Optional)
Package 2 dryers / carton
Gross weight: 13.3 Kg. Measurement: 1.9'
PVD Color ¢
HK-JA-LdB01B HK-JA-LdB05 ~ -
Color : Matte Black Color : Satin di."g% ] CB Ce g RoHS WEEE
Material : SUS 304 Material : SUS 304
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HK-JA High Speed Hand Dryer HK-JA High Speed Hand Dryer
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HK-JA01
Color : White
Material : Steel

HK-JA01B
Color : Matte Black
Material : SUS 304

HK-JA04
Color : Bright
Material : SUS 304

HK-JAO05
Color : Satin
Material : SUS 304

HK-JA04S
Color : Bright
Material : SUS 304

HK-JA05S
Color : Satin
Material : SUS 304

I HK-JA
e < 8 sec Drying Time - Extremely Powerful Dryer a— | |
* Dual Color LED Lights on the Cover
287 280
e Distinguishes Between Standby or Operational Mode (13) (11.02)
 Various Cover Designs - Including Durable Enamel Coating v v
@07) 091 o e
DIM’S
mm(inch)

Technical Specifications

Voltage

Warm Air Speed Output

Dryer Shall Deliver

Sound Level
Motor Type

Heater Element Power

Drying Time
Timing Protection
Sensing Range
Protection Rating
Package

PVD Color

zzzzzzzzz

110-120 Vac, 50/60 Hz, 1340-1600 W

220-240 Vac, 50/60 Hz, 1340-1600 W

75-100 m/s (169-225 mi/hr), adjustable

125.5 m?*h (73.9 CFM)

MIN 70 dB(A) to 73.7 dB(A) MAX @ 1 m

455-700 W, 12000-18000 R.P.M., adjustable, brush motor
585-900 W, ON / OFF switch available

6 seconds (According to UL hand dryer PCR)

60 seconds auto shut off

Standard 170 £ 20 mm (6.69" + 0.79"), adjustable
IP21 or IP23 (Optional)

4 dryers / carton

Gross weight: 28.2 Kg. Measurement: 3.8’
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HK-JA High Speed Hand Dryer

HK-JA High Speed Hand Dryer

I HK-JA

< 8 sec Drying Time - Extremely Powerful Dryer
Dual Color LED Lights on the Cover

HK-JA(SR)
Color : Satin
Material : SUS 304

27

Distinguishes Between Standby or Operational Mode

Various Cover Designs - Including Durable Enamel Coating

HK-JA 3in1
Color : Satin
Material : SUS 304

@0

513 |%(72%%a|

182
(7.17)

250
(9.84)

(2.42)

(10.2)
16
(0.63)
61.5
470
(18.5)
— =
o ‘
452
489 (17.8)
(19.25) 1660 1602

(65.35) (63.07)

738
(29.6)

300 166.5
(11.81) (6.56)

Technical Specifications

Voltage

Warm Air Speed Output
Dryer Shall Deliver
Sound Level

Motor Type

Heater Element Power
Drying Time

Timing Protection
Sensing Range
Protection Rating
Package

PVD Color

110-120 Vac, 50/60 Hz, 1340-1600 W

220-240 Vac, 50/60 Hz, 1340-1600 W

75-100 m/s (169-225 mi/hr), adjustable

125.5 m?*h (73.9 CFM)

MIN 70 dB(A) to 73.7 dB(A) MAX @ 1 m

455-700 W, 12000-18000 R.P.M., adjustable, brush motor
585-900 W, ON / OFF switch available

6 seconds (According to UL hand dryer PCR)

60 seconds auto shut off

Standard 170 £ 20 mm (6.69" + 0.79"), adjustable

P21

1 dryer / carton ----HK-JA(SR) & HK-JA 3 in 1

4 dryers / carton ----HK-JA

Gross weight: 13.2 Kg. Measurement: 1.5' ----HK-JA(SR)
Gross weight: 24.0 Kg. Measurement: 5.9' ----HK-JA 3 in 1
Gross weight: 28.2 Kg. Measurement: 3.8' ----HK-JA
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EcoSlender High Speed Hand Dryer EcoSlender High Speed Hand Dryer

I EcoSlender

Sleek Cover Design

e ADA Compliant - Disabled Friendly — |
* Dual Air Outlets - Provides Wide Drying Area (2815-753
e Water Splash Proof - I[P24
100 268 100
(3.94)] (10.55) 7(3.94)
o oy g DIM'S
mm(inch)
) g0 g
Technical Specifications
EcoSlender01 EcoSlender04 EcoSlender06 Voltage 110-120 Vac, 50/60 Hz, 840-1000 W
Color : White Color : Bright Color : Bright
220-240 Vac, 50/60 Hz, 840-1000 W
Material : Steel Material : SUS 304 Material : SUS 304 ac z

Warm Air Speed Output 70-82 m/s (156.6-183.4 mi/hr), adjustable

Dryer Shall Deliver 105 m3¥h (62 CFM)

Sound Level MIN 72.8 dB(A) to 77.6 dB(A) MAX @ 1 m
Motor Type 325-500 W, 22000-29000 R.P.M., adjustable, brush motor
Heater Element Power 325-500 W, ON / OFF switch available
Drying Time 12 seconds (According to UL hand dryer PCR)
Timing Protection 60 seconds auto shut off
Sensing Range Standard 170 £ 20 mm (6.69" + 0.79"), adjustable
sty e, Protection Rating P24
Package 4 dryers / carton

Gross weight: 17.9 Kg. Measurement: 2.1’

EcoSlender01B
Color : Matte Black
Material : SUS 304

EcoSlender05
Color : Satin
Material : SUS 304

EcoSlender07
Color : Satin
Material : SUS 304

PVD Color

A GreenSﬁec"

S 265 CB C€ ¥ ] [00] RoHS WEEE &
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EcoFast High Speed Hand Dryer

EcoFast High Speed Hand Dryer

31

I EcoFast

Most Economical High Speed Hand Dryer Choice

Simple and Compact Design - Sleek and Elegant

Patented Air Flow Mechanism - Optimizes Air Flow

Energy Efficient - Consumes Less Power

EcoFast01
Color : White
Material : Steel

EcoFast04
Color : Bright
Material : SUS 304

EcoFast01B
Color : Matte Black
Material : Steel

EcoFast05
Color : Satin
Material : SUS 304

EcoFast SRA
Color : Satin
Material : SUS 304

EcoFast(SR)
Color : Satin
Material : SUS 304

170
(6.69)

250

(9.84)

LN L
248 145

(9.76) (5.7

254

(10)

(0] (e (e}
N a 61.2
| | 2.41
L J

}7137.5_, ] i
(5.41)
200 | e
(7.87)
394 370.8
(15.51) I s
182
7.17) =
| o
- “4 piws
[ 272 | mmy(inch)
| (10.71) | 80
(3.15)

Technical Specifications

Voltage

Warm Air Speed Output

Dryer Shall Deliver

Sound Level
Motor Type

Heater Element Power

Drying Time
Timing Protection
Sensing Range
Protection Rating
Package

PVD Color

zzzzzzzzz

110-120 Vac, 50/60 Hz, 840-1000 W

220-240 Vac, 50/60 Hz, 840-1000 W

52-90 m/s (116.3-201.3 mi/hr), adjustable

102 m®h (60 CFM)

MIN 67.4 dB(A) to 71.2 dB(A) MAX @ 1 m

325-500 W, 22000-29000 R.P.M., adjustable, brush motor
325-500 W, ON / OFF switch available

9 seconds (According to UL hand dryer PCR)

60 seconds auto shut off

Standard 170 £ 20 mm (6.69" + 0.79"), adjustable

IP11 or IP13 (Optional)

4 dryers / carton ---- EcoFast

1 dryer / carton ---- EcoFast(SR)

Gross weight: 20.5 Kg. Measurement: 2.3' ---- EcoFast
Gross weight: 8.0 Kg. Measurement: 0.95' ---- EcoFast(SR)
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PENINSULA High Speed Hand Dryer PENINSULA High Speed Hand Dryer

I PENINSULA Hand Dryer

« Smart Temperature Control - Changes with Ambient Temperature 1)
34.5

 Quiet and Efficient Drying - Patented Air Outlets ; = ' “'36)1%

* Integrated Design - Complete Washing Station Look 7o

e Bright Finish Available 3 I s

273
(10.75) <—(154§;55)—»
306
(12.05)
DIM'S
mm(inch)
Technical Specifications
PENINSULA HDO1 Voltage 110-120 Vac, 50/60 Hz, 840-1000 W
Color : Satin 220-240 Vac, 50/60 Hz, 840-1000 W
Material : SUS 304 ’ ’
Warm Air Speed Output 91-108 m/s (203.6-241.6 mi/hr), adjustable
Dryer Shall Deliver 57 m*h (34 CFM)
Sound Level MIN 61 dB(A) to 65 dB(A) MAX @ 1 m
Motor Type 325-500 W, 22000-29000 R.P.M., adjustable, brush motor
Heater Element Power 100-500 W, depending on room temperature
Drying Time 11 seconds (According to UL hand dryer PCR)
Timing Protection 60 seconds auto shut off
Sensing Range Standard 130 + 20 mm (5.12" £ 0.79"), adjustable
Protection Rating IP35
Package 1 dryer / carton
Gross weight: 8.1 Kg. Measurement: 1.7'
PVD Color ¢
: () © (268 CB (€ ¥ B [ RoHS WEEE
Installation references. This product can be installed flexibly.
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EcoTap-D & EcoTap-W High Speed Hand Dryer EcoTap-D & EcoTap-W High Speed Hand Dryer

I EcoTap-D & EcoTap-W Hand Dryer 220
(8.66)
il
o Smart Temperature Control - Changes with Ambient Temperature '
170 34.5
. . . . 6.69 [l i
« Quiet and Efficient Drying - Patented Air Outlets (659 J ' (1.30)
: . : 15
* Integrated Design - Complete Washing Station Look (0.59/—— 7o
: : : @50 . .
e Gradient LED Light - Changes Between Standby / Operational Mode (1.97) 7 - e
273 148.5
(10.75) ‘_(5.85)_'
306
@38
(1.5) 220 (12.09)
(8.66)
QSSI @50
(1.5) (1.97)
15
(?g% (0.59)
DIM’'S
mm(inch)
Technical Specifications
EcoTap-D HDO1 EcoTap-W HD01 Voltage 110-120 Vac, 50/60 Hz, 840-1000 W
Color : Satin Color = Satin 220-240 Vac, 50/60 Hz, 840-1000 W
Material : SUS 304 Material : SUS 304 . ) _
Warm Air Speed Output 84-101 m/s (187.9-225.9 mi/hr), adjustable
Dryer Shall Deliver 54 m3¥h (32 CFM)
Sound Level MIN 58.8 dB(A) to 62.9 dB(A) MAX @ 1 m
Motor Type 325-500 W, 22000-29000 R.P.M., adjustable, brush motor
Heater Element Power 100-500 W, depending on room temperature
g_zg Drying Time 11 seconds (According to UL hand dryer PCR)
Timing Protection 60 seconds auto shut off
Sensing Range Standard 130 + 20 mm (5.12" £ 0.79"), adjustable
E[ Protection Rating IP35
Package 1 dryer / carton
] Gross weight: 8.1 Kg. Measurement: 1.7'
— 170
(6.69) PVD Color .
N o] oo
“ ! U, @ O (265 CB C € ¥& i [ RoHS WEEE
mm(inch)
Installation references. This product can be installed flexibly.
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InnoWash High Speed Hand Dryer InnoWash High Speed Hand Dryer

I InnoWash Hand Dryer

Smart Temperature Control - Changes with Ambient Temperature

34.5
 Quiet and Efficient Drying - Patented Air Outlets A ; = ' “'36)1%
(1.46)

* Integrated Design - Complete Washing Station Look ;T;O e
* Ideal for Behind the Mirror Installation “_'in o i

Ll 273 1485 |
* Bright Finish Available 3 (10.75) (5.85)

(0.12) (135%35)

InnoWash HDO01
Color : Satin mm(inch)
Material : SUS 304

Technical Specifications

> (g%%) Voltage 110-120 Vac, 50/60 Hz, 840-1000 W
F— 220-240 Vac, 50/60 Hz, 840-1000 W
o i Warm Air Speed Output 77.3-96 m/s (173-215 mi/hr), adjustable
Dryer Shall Deliver 57 m*h (34 CFM)
T Sound Level MIN 65.4 dB(A) to 69.6 dB(A) MAX @ 1 m
Motor Type 325-500 W, 22000-29000 R.P.M., adjustable, brush motor
Heater Element Power 100-500 W, depending on room temperature
Drying Time 11 seconds (According to UL hand dryer PCR)
H Timing Protection 60 seconds auto shut off
Sensing Range Standard 130 + 20 mm (5.12" £ 0.79"), adjustable
> (g%‘é) Protection Rating IP35
1|;(—'| Package 1 dryer / carton
H © Gross weight: 7.2 Kg. Measurement: 1.6’
| PVD Color ¢

oies () S 265 CB C€ ¥ [nd [0 RoHS WEEE

mm(inch)

0

Installation references. This product can be installed flexibly.
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CONVENTIONAL HAND DRYER

Warm Air Traditional Hand Dryer - Induction Motor Available

From 1800 watts to 2400 watts, a full range of conventional

hand dryers are available by Hokwang. We offer them in different
air volumes, cover designs and material. There are stainless steel,
aluminum, enamel coated steel and plastic covers to choose from.
Moreover, the induction motors in conventional hand dryers last
more than 10 years.

Different from high speed hand dryers, a conventional dryer gives
you warm and gentle air, which adds to the user experience, and
makes the whole drying process more pleasant and comfortable,
especially in cold areas. The smoother air flow also helps keeping
noise level down. Conventional hand dryers still are a popular

choice in primary schools and kindergartens.

40



HK-1800 Conventional Hand Dryer HK-1800 Conventional Hand Dryer

4.|

I HK-1800

220

© (8.66)

e Most Economical Choice i
e Quiet and Warm Breeze - Child Friendly 177 |_ 248 | 170 |
(6.97)4'| [ (9.76) | [ (6.69) |

* Long Service Life - Easy to Maintain

* Adjustable Sensing Range T T
* Triple Thermal Protections e o 216 .

(8.66) (8.5)

.

DIM'S
mm(inch)
Technical Specifications
Voltage 110 - 120 Vac, 50/60 Hz, 1.5 - 1.8 kW
HK-1800PA HK-1800SA
Sl = e Color * Satin 220 - 240 Vac, 50/60 Hz, 1.5 - 1.8 kW
Material : ABS Material - SUS 304 Warm Air Speed Output 14.5 m/s (32.4 mi/hr)
Dryer Shall Deliver 255 m?h (150 CFM)
Sound Level 63+3dBA)@ 1m
Motor Type 100 W, 2850 R.P.M., induction motor
Heater Element Power 1700 W
Drying Time Approximately 30 - 35 seconds
Timing Protection 60 seconds auto shut off
Sensing Range Standard 180 + 20 mm (7.08" £ 0.79"), adjustable
Protection Rating P21
Package 4 dryers / carton
Gross weight: 23.8 Kg. Measurement: 3.1'
Gross weight: 17.0 Kg. Measurement: 2.5' ----HK-1800PA
Coor - Write Color : Satin ©
Material : Aluminum Material : SUS 304 A -
() & (269 CB (€ ] [o0] RoHS WEEE &
41 42
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HK-2200 Conventional Hand Dryer

HK-2200 Conventional Hand Dryer

I HK-2200

* Long Service Life - Easy to Maintain

Multiple Cover Designs

Quiet Operation & Warm Air

Adjustable Sensing Range

Triple Thermal Protections

HK-2200EA
Color : White
Material : Aluminum

HK-2200LA
Color : White
Material : Aluminum

43

HK-2200SA
Color : Satin
Material : SUS 304

4.|

220

8.66

—_
=

—
—25—
o

320 175 314
I (12.6) I L(6-89)_’| |'7(12-36)

175 |

Technical Specifications

Voltage 110 - 120 Vac, 50/60 Hz, 1.8 - 2.2 kW
220 - 240 Vac, 50/60 Hz, 1.8 - 2.2 kW
Warm Air Speed Output 14.5 m/s (32.4 mi/hr)

Dryer Shall Deliver 255 m?h (150 CFM)

Sound Level 63+3dB(A)@ 1m

Motor Type 100 W, 2850 R.P.M., induction motor
Heater Element Power 2100 W

Drying Time Approximately 30 - 35 seconds

Timing Protection 60 seconds auto shut off

Sensing Range
Protection Rating P21

2 dryers / carton ---- HK-2200SA

PVD Color .

uuuuuuuuu

|
I [ (689 1

Standard 180 + 20 mm (7.08" £ 0.79"), adjustable

Package 4 dryers / carton ---- HK-2200EA, HK-2200LA

Gross weight: 27.4 Kg. Measurement: 3.8' ---- HK-2200EA, HK-2200LA
Gross weight: 15.8 Kg. Measurement: 1.9" ---- HK-2200SA
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HK-2400 Conventional Hand Dryer HK-2400 Conventional Hand Dryer

HK-2400
I 248 | L) 245
(9.76) (9.65)
e Long Service Life - Easy to Maintain D Q
R BRI e e —— N
o Vandal Resistant - Durable Design 284 212 280 207 |
(11.18) (8.35) (11.02) I (8.15) !
e Comfortable Warmth in Big Air Volume - Best for Cold Areas
* Rotatable Nozzle Available
245
(9.65) m
275 207
(10.83) T (8.15)
DIM’S
mm(inch)

Technical Specifications

45

Voltage 110 - 120 Vac, 50/60 Hz, 2.0 - 2.4 kKW
HK-2400PA HK-2400SA
Color : White Procelain Enameled Color : Satin 220 - 240 Vac, 50/60 Hz, 2.0 - 2.4 kW
Material : Steel Material : SUS 304 Warm Air Speed Output 28 m/s (63 mifhr)

Dryer Shall Deliver 345 m?¥h (202 CFM)

Sound Level 70+ 5dB(A)@ 1 m

Motor Type 200 W, 5500 R.P.M., induction motor

Heater Element Power 2200 W

Drying Time Approximately 20 - 25 seconds

Timing Protection 60 seconds auto shut off

Sensing Range Standard 180 + 20 mm (7.08" £ 0.79"), adjustable

Protection Rating IP21 or IP23 (Optional)

Package 2 dryers / carton

Gross weight: 17.8 Kg. Measurement: 2.4'

HK-2400SAN PVD Color ‘
Color : Satin

Material : SUS 304

sssssssss
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AUTO SOAP DISPENSER

Foam/ Liquid/ Sanitizer Touchless Soap Dispenser

A complete range of commercial foam soap, liquid soap and sanitizer
dispensers can be found at Hokwang. To accommodate different
installation locations, there are wall mounted and deck mounted

auto soap dispensers to choose from. We also provide a top filled system
that can supply to multiple soap dispensers. Hokwang has the best and
the most eco-friendly solutions for commercial auto soap dispensers.

On some models, different soap pumps are interchangeable for flexible
purposes and reduce the cost of inventory. Both refillable soap tank and

disposable soap bag are available.
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Automatic Deck Mounted Water-Soap Tap

Automatic Deck Mounted Water-Soap Tap

I Automatic Deck Mounted Water-Soap Tap

Intuitive Dual-Sensor Operation
Visible Mode Indicator Light

Continuous Water Flow Option

HK-FS

Color : Satin
Material : SUS 304
Power : AC

SWITCH BETWEEN WATER AND SOAP DISPENSING

Blue Light

S, FAUCET MODE

\wj[/ ’ When the light is blue, place hand under

the tap head to activate the
sensor for water. Remove hand to
stop the water flow.

Auto Shut-off time is 60 seconds.

= MODE SWITCH
= To switch to soap dispensing, waive hand at

D N
§ﬁ the Switch Sensor on top of the tap head to
‘ turn the light green.

Green Light

&S SOAPMODE

QQ = ' When the light is green, place hand under
T

the tap head to activate the sensor for
soap dispensing, Remove hand after soap
is dispensed.

_ Ce el RoHS WEEE
AUTO SOAP DISPENSER

Easy Maintenance and Soap Refilling

Sleek and Durable Stainless Steel Construction

Instructional Stickers and Integration Options

CONTINUOUS WATER FLOW MODE

< ]
Nt
Q_ Hover hand on the switch sensor for 3 seconds.

—/

Blue Flash

‘§_ Continuous water flow mode is activated when the

w - .’ blue light flashes.
\el ‘

Trigger the switch sensor again to stop water flow.

N
“ﬁ‘ Auto shut-off time is 60 seconds.

Spout

Mechanism (Solenoid valve)

T |
—rmn ||
311.4 (g

(12.26)|f =

17.4 L 129
T (4.62) 1 (5.08)

1500 ml (50.7 fl 0z)

b o i) <
B

AT S

3114 g_’é =
T 12.26) A N
82 456 Y — a -
(3.23) (1.8) -
47 I | —
V N\
152 164.2
(168) (5.59) (5.98) (6.46)
3000 ml (101.4 fl oz)
Technical Specifications
Power Source AC type

Dispensing Volume

Viscosity

Soap Tank Capacity
Operating Water Pressure
Shut-off Delay Time

Time Out Setting

Flowing Volume

Water Supply Connection
Sensing Range

Switch Sensor Range
Standby Light

Package

PVD Color

Liquid type: 1-1.2 ml (0.033-0.040 fl 0z)
Foam type: 0.6-0.8 ml (0.020-0.027 fl 0z)
Liquid: 1-3000 cps (mPa.s)

Foam: 1-5 cps (mPa.s), Foaming soap only
1500 ml or 3000 ml (50.7 fl oz or 101.4 fl oz) (Optional)
7-87 PSI

0.3~0.5 second (Only Water)

60 seconds auto shut off (Only Water)

5.7 LPM [1.5 GPM]

PF 1/2

120 + 20 mm (4.72" £ 0.79")

70 £ 20 mm (2.76" £ 0.79")

Blue light (Faucet Mode)

6 dispensers / carton

Gross weight: 20.0 Kg. Measurement: 2.3'
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HK-BMSD Soap Dispenser

HK-BMSD Soap Dispenser

I HK-BMSD Soap Dispenser

Optimized for Behind-the-Mirror Installation

Enhanced Hygiene with Multi-Functionality

Advanced Touch-Free Sensor Technology
1.0L & 2.2L Soap Capacity Available

HK-BMSD-1.0L
Power : DC/AC

Installation references. This product can be installed flexibly.
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HK-BMSD-2.2L
Power : DC/AC

273
(10.75)

I & M

o

le—

109.5
(4.31)

384
(15.12)
1
B | B}
||© |]©
& ,M 2 |M
T 4 O T
4,‘ 75 “ 124 75|
(2.95) (4.88) (2.95)
DIM'S
1.0L 2.2L mmy(inch)

Technical Specifications

Power Source
Battery Life

Soap Pump Life
Dispensing Volume

Viscosity

Soap Tank Capacity

Sensing Range
Package

AC type

Liquid type: 25,000 cycles or one year (Only DC)

Foam type: 25,000 cycles or one year (Only DC)

Spray type: 16,000 cycles or one year (Only DC)

200,000 cycles

Liquid type: 0.8-1.1 ml (0.027-0.037 fl 0z)

Foam type: 0.7-1.0 ml (0.023-0.033 fl 0z)

Spray type: 0.8-1.1 ml (0.027-0.037 fl 0z)

Liquid: 1-3000 cps (mPa.s)

Foam: 1-5 cps (mPa.s), Foaming soap only

1000 ml or 2200 ml (35.27 fl oz or 77.6 fl 0z) (Optional)
Standard 95 + 15 mm (3.74" + 0.59")

6 dispensers / carton

Gross weight: 5.4 Kg. Measurement: 1.3'---HK-BMSD-1.0L
Gross weight: 6.4 Kg. Measurement: 1.8'---HK-BMSD-2.2L

52

_ Cees RoHS WEEE
AUTO SOAP DISPENSER

































	頁面 1
	頁面 2
	頁面 3
	頁面 4
	頁面 5
	頁面 6
	頁面 7
	頁面 8
	頁面 9
	頁面 10
	頁面 11



